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allowed if the repair is technically in-
feasible without a process unit shut-
down. Repair of this equipment shall
occur before the end of the next process
unit shutdown.

(b) Delay of repair of equipment for
which leaks have been detected will be
allowed for equipment that is isolated
from the process and that does not re-
main in VHAP service.

(c) Delay of repair for valves will be
allowed if:

(1) The owner or operator dem-
onstrates that emissions of purged ma-
terial resulting from immediate repair
are greater than the fugitive emissions
likely to result from delay of repair,
and

(2) When repair procedures are ef-
fected, the purged material is collected
and destroyed or recovered in a control
device complying with § 61.242–11.

(d) Delay of repair for pumps will be
allowed if:

(1) Repair requires the use of a dual
mechanical seal system that includes a
barrier fluid system, and

(2) Repair is completed as soon as
practicable, but not later than 6
months after the leak was detected.

(e) Delay of repair beyond a process
unit shutdown will be allowed for a
valve if valve assembly replacement is
necessary during the process unit shut-
down, valve assembly supplies have
been depleted, and valve assembly sup-
plies had been sufficiently stocked be-
fore the supplies were depleted. Delay
of repair beyond the next process unit
shutdown will not be allowed unless
the next process unit shutdown occurs
sooner than 6 months after the first
process unit shutdown.

§ 61.242–11 Standards: Closed-vent sys-
tems and control devices.

(a) Owners or operators of closed-
vent systems and control devices used
to comply with provisions of this sub-
part shall comply with the provisions
of this section, except as provided in
§ 61.242–1(c).

(b) Vapor recovery systems (for ex-
ample, condensers and adsorbers) shall
be designed and operated to recover the
organic vapors vented to them with an
efficiency of 95 percent or greater.

(c) Enclosed combustion devices shall
be designed and operated to reduce the

VHAP emissions vented to them with
an efficiency of 95 percent or greater or
to provide a minimum residence time
of 0.50 seconds at a minimum tempera-
ture of 760°C.

(d) Flares shall used to comply with
this subpart shall comply with the re-
quirements of § 60.18.

(e) Owners or operators of control de-
vices that are used to comply with the
provisions of this supbart shall mon-
itor these control devices to ensure
that they are operated and maintained
in conformance with their design.

(f)(1) Closed-vent systems shall be de-
signed for and operated with no detect-
able emissions, as indicated by an in-
strument reading of less than 500 ppm
above background and by visual inspec-
tions, as determined by the methods
specified as § 61.245(c).

(2) Closed-event systems shall be
monitored to determine compliance
with this section initially in accord-
ance with § 61.05, annually, and at other
times requested by the administrator.

(3) Leaks, as indicated by an instru-
ment reading greater than 500 ppm and
visual inspections, shall be repaired as
soon as practicable, but not later than
15 calendar days after the leak is de-
tected.

(4) A first attempt at repair shall be
made no later than 5 calendar days
after the leak is detected.

(g) Closed-vent systems and control
devices use to comply with provisions
of this subpart shall be operated at all
times when emissions may be vented to
them.

[49 FR 23513, June 6, 1984; 49 FR 38946, Oct. 2,
1984, as amended at 51 FR 2702, Jan. 21, 1986]

§ 61.243–1 Alternative standards for
valves in VHAP service—allowable
percentage of valves leaking.

(a) An owner or operator may elect
to have all valves within a process unit
to comply with an allowable percent-
age of valves leaking of equal to or less
than 2.0 percent.

(b) The following requirements shall
be met if an owner or operator decides
to comply with an allowable percent-
age of valves leaking:

(1) An owner or operator must notify
the Administrator that the owner or
operator has elected to have all valves
within a process unit to comply with
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